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 .الشمسيةطاقة المحطة  المذخنة تأثير الشكل الهنذسي لمنطقة المذخل على اداء

 

 الخلاصة 

في ْزا انبحث حى اخشاء دساست َظشيت نهخحقق يٍ اداء يحطت طاقت انًذخُت انشًسيت. ًَٕرج يصغش          

يحطاث طاقت انًذخُت انشًسيت  FLUENT.يٍ يحطت طاقت انًذخُت انشًسيت  حًج ًَزخخّ باسخخذاو بشَايح 

حخكٌٕ يٍ ثلاثت يكَٕاث اساسيت, يدًغ شًسي رٔ سقف صخاخي, انًذخُت )انبشج( ٔ انخٕسبيٍ انٕٓائي. 

انقذسة انخاسخيت نهُظاو حؼخًذ ػهى انسشػت انذاخهت نهخٕسبيٍ انٕٓائي. انسشػت انذاخهت نهخٕسبيٍ ْي دانت نُٕع 

ًذخُت. نحم انًؼادلاث انحاكًت يثم يؼادلاث حفظ انكخهت ,انضخى , ٔصهت الاسحباط بيٍ انًدًغ انشًسي ٔان

نًُزخت  FLUENTطشيقت انحدٕو انًحذدة اػخًذث بٕاسطت بشَايح  Do-intensity ,K   ٔ𝛜انطاقت ,

ٔححهيم يثم ْزِ الاَظًت. انُخائح بيُج اٌ انشكم انُٓذسي نًُطقت انذخٕل )َٕع حٕصيهت الاسحباط بيٍ انًدًغ 

نًذخُت( نٓا حأثيش ػهى يؼايلاث الاداء ٔخصٕصاً ػهى سشػت حذفق انٕٓاء. اسخخذاو انٕصلاث انشًسي ٔا

 % يقاسَت بانٕصهت انًسخقيًت.38انًُحُيت أ انًذٔسة يغ انًٕخّ سيحسٍ يٍ انخذفق انكخهي بُسبت 
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ABSTRACT 

            A numerical simulation to investigate the performance of solar chimney power plant is 

presented. A small scale model of solar chimney power plant was modelled by using FLUENT 

software. The solar chimney power plants consist of three essential elements, glass roof 

collector, chimney (tower) and wind turbine. The output power of the system depends on the 

input velocity to wind turbine. The turbine inlet velocity is a function of collector – chimney 

junction type. To solve the governing equations of conservation of mass, momentum, energy, 

Do- intensity, k and 𝝐 equations the finite volume method was adopted by FLUENT software 

to model and analyze such system. The results showed that the geometry of entrance region 

(collector-chimney junction type) has an effect on the performance parameters especially air 

flow velocity. Using curved or rounded junction with deflector will improve system mass flow 

rate by 37.65% as compared with straight junction.  
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Introduction 

       A solar chimney power plant is a technology that uses solar 

energy to produce an artificial wind to generate electricity. Solar 

chimney power plants consist of three essential elements, 

circular glass roof solar collector (Air heating device), chimney 

or Tower (Power Generating Component) and wind turbine [1]. 

Air enters the collector from its periphery and is heated under 

the collector by heat emitted from glass roof and absorbing 

plate. It moves with a radial direction forward toward collector 

center where chimney base is. The temperature differential 

between the cool air at the top and the heated air at the bottom 

creates what is known as "the chimney effect or stack effect" 

results in a buoyancy force that drives the flow upward and out 

of the tower. A turbine installed at the base of the tower (for 

easier access and maintenance) used to extract the available 

power of flow and converting it to mechanical power (shaft 

work). Finally, a generator attached to the turbine provides 

electrical power [2]. Fig (1) shows a schematic layout of solar 

chimney power plant which illustrates the principle of 

operation.The geometric parameters of chimney height, collector 

and base area were investigated by Ali K. Al-Abadi [3].The 

influence of quality collector roof glass and various types of soil 

on the performance of a large scale solar chimney power plant 

were studied by J.P. Pretorius et al.,[4]. By using numerical 

analysis based on the (Finite Difference Technique) H. H. Al-

Kayiem et al.,[5] studied effects of geometries variations 

(collector covers orientation and the chimney configuration) on 

the performance of the system. E. BACHAROUDIS et  al.,[6] 

use the control volume method to solve the governing elliptic 

equations for two-dimensional domain to investigate the thermo 

fluid phenomena occurring inside solar chimneys. Sh. 

Khoshmanesh [7] used FLUENT software to study the variation 

of velocity with five parameters of the systems which is 

Absorber Diameter (Dp), Roof glass angle (β), Entrance height 

(h), Tower's Height (ht) and Tower's Diameter (Dt). Atit 

Koonsrisuk et al.,[8] used computational fluid dynamic 

technology (CFD) to investigate the changes in flow kinetic 

energy caused by the variation of tower flow area with height. 

The geometry of the major components of the Solar Chimney 

Power Plant, (solar air collector, chimney tower, and wind 

turbine) were studied and optimized by Sandeep K. Patel et 

al.,[9]. 

The present study investigates the influence of "collector – 

chimney junction type" on the performance parameters of solar 

chimney power plant. Four types of solar chimney power plant 

were modelled and simulated. Each one differs in junction type. 

Which are straight, curved (r = 0.025), curved (r = 0.05) junction 

and curved junction with deflector, as shown in Figures (2-A to 

2D) 

 

 

Figure 1. schematic layout of solar chimney power plant. 
 

Figure (2-A): Schematic layout shows straight junction type. 

 

Figure (2-B): Schematic layout shows curved junction (r = 0.025m). 

 

Figure (2-C): Schematic layout shows curved junction (r = 0.05m). 
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Figure (2-D): Schematic layout shows curved junction (r = 0.05m) 

with deflector. 

Numerical simulation. 

Physical model 

       The Manzanares pilot plant 1:100 scaled model was 

selected as the physical model to verify the numerical method. 

The computational domain is divided into the following zones: 

the collector, absorbing plate, chimney, and airflow. Figure (3) 

shows the power plant scale model   and its dimensions. 

Figure (3): power plant scale model and its dimensions. 

 

Mesh Generation  

      GAMBIT 2.2.30 software was used for grid generation. The 

computational domain was discretized using the Triangular/ 

tetrahedral meshes. The Tetrahedral grid used ensures that the 

results obtained are of the highest quality and accuracy. 

Meshing for solar chimney with straight and curved junction are 

shown in Fig. (4). A grid independence test was done using 

three different grid sizes of 805,624, 2,306,534and 2,684,867 

nodes respectively. The judging criterion was the mass flow 

rate. The mass flow rates obtained were 0.0047, 0.01381and 

0.01365 kg/s. The mass flow rate obtained at 2,306,534 and 

2,684,867 nodes grid size showed very little difference which 

was of the order of 1.15%. So having a very fine mesh would 

not have been beneficial as it would have prolonged the 

simulation time and for this reason, a grid size of 2,306,534 

nodes was chosen for all the simulations. 

 

 

 

 

 

 

 

 

Figure (4): Meshing of straight and curved junction solar 

chimney physical model. 

 

Assumptions. 

        In the present study, the flow characteristics are assumed to 

be as follows,  

1. Steady flow.  

2. Three dimensional.  

3. The working fluid is air and behaves as an ideal gas. 

4. Incompressible fluid.  

5. Turbulent flow. 

6. Newtonian fluid.                  

Modeling. 

All simulations in this study was carried out using the finite 

volume-based solver FLUENT 6.3.26. Steady state analysis was 

chosen. The working fluid used was air which was modelled as 

an ideal gas. The entire model was built from the origin and 

extended in the positive y-direction. The buoyancy model was 

activated by specifying the gravity of -9.81m/s
2
 in the y-

direction which represented real life flow. The reference 

pressure used was101325 Pascal. Heat transfer in the solar 

chimney power plant system involves all three modes: 

conduction, convection, and radiation. In simulating the flow in 

solar chimney power plant, computations using models that only 

focus on conduction or convection are the simplest, whereas 

those involving buoyancy-driven flow and radiation models are 

more complex. Radiation heat transfer mainly occurs in the 

collector, which is covered by different types of semi-

transparent materials such as glass or plastic. The cover 

materials are nearly transparent for incident solar radiation but 

partly opaque for infrared radiation from the ground. In the 

present simulations, the discrete ordinate (DO) radiation model 

was adopted to solve the radiative transfer equation for the 

following reasons: (1) only the DO model can be used to model 

semi-transparent walls of various types, (2) only the DO model 

can be used to compute non-gray radiation using a gray band 

model, (3) the DO model can work well across a full range of 
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optical thicknesses, (4) Computational cost is moderate for 

typical angular discretization and (5) memory requirements are 

modest. The (DO) Irradiation model used to applying a solar 

load directly to the DO model (the irradiation flux is applied 

directly to semi-transparent walls) that specified as a boundary 

condition, and the radiative heat transfer is derived from the 

solution of the DO radiative transfer equation. Solar radiation is 

modelled using the sun’s position vector and illumination 

parameters, which can be specified by users or by a solar 

calculator utility provided by FLUENT. Solar load is available 

for 3-D simulation only and can be used to model steady and 

unsteady flows. Flow in solar chimney power plant is a kind of 

buoyancy-driven flow. The strength of the buoyancy-induced 

flow is measured by the Rayleigh number. Rayleigh number less 

than 10
7
 indicate a buoyancy-induced laminar flow, with 

transition to turbulence occurring over the range of     < Ra 

<10
11

. The Rayleigh number for solar chimney scale model is 

greater than 10
8
 that indicate a buoyancy-induced turbulent 

flow. Therefore, the k-  turbulence model was selected to 

describe the airflow inside the system. The Boussinesq model 

was adopted in this simulation. This model treats density as a 

constant value in all solved equations, except for the buoyancy 

term in the momentum equation. 

          -            

Faster convergence can be achieved by using the Boussinesq 

model than by setting air density as a function of temperature. 

The basic equations that describe the movement of the flow are:- 

Conservation of Mass (Continuity). 

  
  

  
 

  

  
 

  

  
       ………………….………………….…. (1) 

Navier-Stokes Equations (Momentum). 
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Energy Equation. 
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k-  Equations. 

Turbulence kinetic energy ( ) equation:- 
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]              ….…(6) 

The dissipation rate of turbulence energy ( ) equation:- 
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    ………………………………………….….... (7) 

Where.        

                       
   

    

   
  ;                      

  

   

  

   
 

(                    ) are the model constants and have 

default values illustrated in Table (1). 

 

Table (1): The     Turbulence Model Constants. 

C1€ C2€ Cµ σK σE 

1.44 1.92 0.09 1 1.3 

 

Do-intensity equation. 

      ⃗   ⃗   ⃗            ⃗   ⃗         

 
 

  

  
∫    ⃗   ⃗      ⃗   ⃗   

  

 
   .…(8) 

 

Boundary conditions.  

   Boundary conditions specify the flow and thermal variables on 

the boundaries of the physical model. The boundary conditions 

applied in this present work are those shown in Fig. (5) and 

Table (2). Tables (3) and (4) show the momentum and 

turbulence boundary conditions for the whole parameters of the 

Solar Chimney Power Plant model in details. Tables (5) and (6) 

show the radiation boundary conditions and thermal condition in 

details. 

Figure (5): Boundary conditions of the solar chimney model. 

Table (2): Boundary Conditions Types of solar chimney 

model.  

Zone Type 

Chimney Wall 

Collector Wall 

Absorbing plate Wall 

Inlet section Pressure inlet 

Outlet section Pressure outlet 

Air Fluid 
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Table (3): Momentum boundary condition 

Part Type 

Momentum Conditions 

Wall Motion Shear Condition 

Chimney Wall Stationary No Slipping 

Collector Wall Stationary No Slipping 

Absorbing plate Wall Stationary No Slipping 

Input section 
Pressure 

inlet 

- Gauge Pressure = (0 Pascal), 

[constant]. 
 - Flow direction specification Method 

: (Normal to  Boundary). 

Outlet section 
Pressure 

Outlet 

- Gauge Pressure = (0 Pascal), 

[constant]. 
- Backflow Direction specification 

Method: (Normal to Boundary). 

 

 

 

 

 

 

 

Table (5): Radiation boundary conditions. 

 

Radiation Boundary Conditions Part 

Opaque or Semi-transparent Chimney 

Semi-transparent (  I = 807.56 W/m2 ) Collector 

Opaque Absorber plate 

External black body temperature = Boundary 

temperature 
Input section 

External black body temperature = Boundary 

temperature 
Outlet section 

Solution method. 

The governing equations are solved on a staggered grid and 

the coupling between the momentum and continuity equations 

through pressure is based on the simple (Semi Implicit Pressure 

Linked Equation) scheme. The second order, upwind scheme is 

applied for convective terms of the momentum and energy 

transport equations, whereas pressure is discretised using the 

PRESTO! (PREssure STaggering Option) scheme. To ensure 

numerical stability, the discretized equations are solved by 

iteration with under-relaxation factors of 0.3 for pressure, 0.7 for 

momentum, and 0.8 for turbulent kinetic energy, turbulent 

dissipation rate and 1 for density, body force, turbulent 

viscosity, Do-Intensity and energy. Solution convergence is 

controlled by setting the convergence criterion (residual) to 10
-3

 

for each equation except for the energy and Do-Intensity 

equations, which is set to 10
-6

. All results reported in this paper 

are obtained using a double precision solver. 

Calculations. 

1- Air mass flow rate can be calculate as follow:- 

 ̇                    …………….…...….… (9) 

 

2- Available power can be calculate as follow:- 

                         
 ……………….. (10) 

Results and discussion. 

       To show the effect of entrance geometry type junction on 

the performance of solar chimney power plant, the results of 4 

tests are presented graphically in a form of performance curves 

from to predict the performance of plant. The FLUENT data 

results for four tests are shows in Fig. (11) to (13). 

 

Performance Parameters. 

1- Airflow Temperature. 

     The amount of air temperature rise through the collector 

indicates the amount of thermal energy gained by air stream, 

when it is flowing over the absorbing hot plate of the collector. 

Figure (6) shows the relation between air flow temperature and 

non-dimensional flow path from collector inlet to chimney 

outlet. It consists of four curves. Each curve shows that, the 

airflow temperature increases along the flow path in collector 

region and then abrupt dip and rise near chimney base, then 

decreased slowly along the flow path in chimney region. This is 

because that, the increasing of airflow temperature in collector 

region is caused by Greenhouse effect and heat transfer from 

absorbing hot plate. The abrupt dip and rise near chimney base 

is caused by the response of abrupt velocity change due to flow 

area reduction. The decreasing of airflow temperature along 

chimney region is caused by heat transfer from flowing hot air 

to the chimney wall. 

Part Type Thermal Conditions 

Chimney Mixed 

-Heat transfer coefficient = 8.29 W/m2-K 

- Free stream temperature =    = 46 °C 

- External emissivity = 0.86 

- External radiation Temperature = 

0.0552   
    

- Wall Thickness = 0.003 m. 
- Heat generation Rate = 0 (W/m3). 

Collector Mixed 

-Heat transfer coefficient = 8.29 W/m2-K 

- Free stream temperature =    = 46 °C 

- External emissivity = 0.87 

- External radiation temperature = 

0.0552   
    

- Wall Thickness = 0.004 m. 

- Heat generation Rate = 0 (W/m3). 

Upper tank 

wall (Absorber 

plate) 

Coupled 
- Wall Thickness = 0.0015 (m). 

- Heat generation Rate = 0 (W/m3). 

Input section 
Pressure 

inlet 
-Total temperature = 46 °C 

Outlet section 
Pressure 

outlet 
-Backflow Total Temperature = 46 °C 

Part Type Momentum Conditions 

Input 

section 

Pressure 

inlet 

- Gauge pressure = (0 Pascal), [constant]. 

- Turbulent Intensity = 10% 

- Hydraulic diameter = 0.038m 

Outlet 

section 

Pressure 

outlet 

- Gauge pressure = (0 Pascal), [constant]. 

- Turbulent Intensity = 10% 

- Hydraulic diameter = 0.1 

Table (4): Thermal  boundary conditions.. 
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As can be seen in this Figure, straight junction has highest 

airflow temperature distribution curve than curved or rounded 

junction with deflector. And the other two cases are at mid them. 

This is because of, the difference of velocity. Where, as velocity 

increase the air mass flow rate increases. That causes more air 

flow that picks a large amount of energy when it enter to the 

collector and out from the chimney. 

 

 

2- Absorbing Plate Temperature. 

     The absorbing plate is heated up by solar radiation that 

comes from the sun and transmitted through the collector’s 

glass. Figure (7) shows the relation between absorbing plate 

temperature and non-dimensional plate path from plate 

circumference to plate center. It shows that straight junction has 

highest absorbing plate temperature distribution than rounded 

junction with deflector and the other two cases mid them. This is 

because of difference of velocity, where, as velocity increases 

the air mass flow rate increases. That causes more air flow to 

pick a large amount of energy when it enters to the collector and 

out from it. 

3- Airflow Velocity. 

     The motive force that move the flow from collector inlet gap 

to chimney outlet is caused by combined effect of the flow area 

reduction and amount of heat transfer from the absorbing plate 

along the film to the working fluid (air). Figure (8) shows the 

relation between airflow velocity and non-dimensional flow path 

from collector inlet to chimney outlet.  It consist of four curves. 

Each curve shows that the airflow velocity increases gradually 

along the flow path in the collector region and then increases 

sharply near chimney base. After that, along the flow path in 

chimney region the velocity is tend to be stable and then 

increases slowly near chimney outlet section. This because that 

the increases of velocity in collector region is caused by the 

amount of heat transfer from the absorber plate along the film to 

the working fluid. This will increase the kinetic energy of air 

particles along the collector passage. The sharp increase of air 

flow velocity near solar collector center is caused by effect of 

flow area reduction. The airflow velocity is inversely 

proportional with solar collector radius because the solar 

collector design of the system has airflow direction to the center 

of the solar collector where chimney inlet section is (i.e.), if the 

air flow velocity at inlet to the solar collector from 

circumference (Rc) outer =1.12 m) has minimum value, 

inversely at the center of the solar collector where chimney is 

(Rc) inner = 0.05m) the airflow velocity has maximum value      

( Vr ∝ 1/Rc  ). This agrees with [10]. The cause of stability of  

airflow velocity  at mid chimney part caused by that the flow is 

fully developed (i.e.) when the flow enter the chimney a nearly 

inviscid  upstream flow converges, viscous boundary layer grow 

downstream retarding the axial flow u(r, y) at the wall and 

thereby accelerating the center-core flow to maintain the 

incompressible continuity requirement. At a finite distance from 

the entrance the boundary layers merge and the inviscid core 

disappears, the flow is then entirely viscous, the axial velocity 

adjusts slightly further until at x = Le (entrance length) it no 

longer changes with x). The small increasing of airflow velocity 

in chimney region near the outlet section caused by amount of 

air temperature rise (∆T) between ambient and chimney outlet. 

The chimney’s outlet draft has a temperature higher than the 

ambient temperature, as it is known the density is inversely 

preoperational with temperature (ρ∝1/T). That indicates its 

density is lower than ambient, this will accelerate the flow. As 

can be seen in this Figure, rounded junction with deflector has 

highest airflow velocity distribution curve than straight junction 

and the other two cases mid them, while near the chimney inlet 

section the airflow velocity of straight junction suffers a sudden 

decline as compared with the other junction types. This because 

minor losses due to entrance geometry. At a straight junction the 

minor losses will be high due to what is known as "vena 

contracta phenomenon". According to this phenomenon the flow 

velocity increases sharply at entrance region with abrupt dip in 

pressure because of flow separation and recirculation occurrence 

at dead air region near the straight junction in chimney wall 

entrance region. So, using curved or rounded junction will avoid 

this phenomenon and improve the flow velocity. The deflector is 

used to direct the flow along the passage from collector to the 

chimney and avoid the flow recirculation occurrence at collector 

center under chimney inlet section all that leads to improve 

velocity of flow. 

4- Working Air Mass Flow Rate ( m˙). 

     Figure (9) shows the relation between working air mass flow 

rate Vs. average flow velocity at chimney inlet section. For four 

junction types. As can be seen from this figure, the working air 

mass flow rate increases linearly with increasing average flow 

velocity in each junction type, due to decreases in minor losses 

in chimney inlet section. 

 

5- Flow Available Power (Pavailable). 

       It represents the flow kinetic energy when all pressure 

difference in the tower is converted to velocity in case of 

without turbine in the tower. Figure (10) shows the relation 

between  flow available power Vs. air mass flow rate at chimney 

inlet section. For four junction types. As can be seen from this 

Figure, the flow available power increases linearly with 

increasing air mass flow rate due to increase in average flow 

velocity at chimney inlet section in each junction type. 

Conclusions. 

    The geometry of entrance region (collector-chimney junction 

type) has an effect on the performance parameters. the results 

showed that 

1- Using curved or rounded junction instead of straight junction 

will minimize miner losses and keeps the velocity along 

chimney region. 

2- Using curved or rounded junction with deflector will improve 

flow velocity by directing the flow toward chimney without 

circulation formation at collector center. 

3- The best test was when using curved or rounded junction with 

deflector. This will improve system mass flow rate by 37.65% 

as compared with straight junction. 
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Figure (6): Air flow temperature distribution for fourth 

junction types. 

 

 

 

 

Figure (7): Absorber plate temperature distribution for 

fourth junction types. 

 

 

 

 

 

 

Figure (8): Airflow velocity distribution of fourth junction 

types. 

 

 

 

 

 

Figure (9): Working air mass flow rate Vs. average velocity 

of fourth junction types. 
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Figure (10): Flow available power Vs. Working air mass 

flow rate of fourth junction types. 

 

 

 

 

Figure (11-A): Longitudinal section of temperature contour 

for straight junction type. 

 

Figure (11-B): Longitudinal section of temperature contour 

for curved junction ( r = 0.025m) type. 

 

 

Figure (11-C): Longitudinal section of temperature contour 

for curved junction ( r = 0.05m) type. 

 

 

T (°C) 

T (°C) 

T (°C) 
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Figure (11-D): Longitudinal section of temperature contour 

for curved junction ( r = 0.05m) with deflector. 

 

Figure (12-A): Longitudinal section of velocity vector 

contour for straight junction type. 

 

Figure (12-B): Longitudinal section of velocity vector 

contour for curved junction ( r = 0.025m) type.  

 

Figure (12-C): Longitudinal section of velocity vector  

contour for curved junction ( r = 0.05m) type. 

 

Figure (12-D): Longitudinal section of velocity vector 

contour for curved junction ( r = 0.05m) with deflector 

 

 

 

T (°C) 
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Figure (13-A): Cross-section of temperature contour for 

straight junction type. 

 
 

Figure (13-B): Cross-section of temperature contour for 

curved junction ( r = 0.025m) type. 

 
 

Figure (13-C): Cross-section of temperature contour for 

curved junction ( r = 0.025m) with deflector. 

 

Figure (13-D): Cross-section of temperature contour for 

curved junction ( r = 0.05m) with deflector. 

 

 

 

Nomenclature 

Unit Description Symbol 

m2 Area   

--- Absorption coefficient a 

--- 
Turbulence Model 

Constants 
C1ɛ, C2ɛ, C3ɛ, Cµ 

m/s2 
Gravitational Acceleration 

(9.81) 
  

--- 

Generation of turbulence 

kinetic energy due 

to buoyancy 

Gb 

--- 

Generation of turbulence 

kinetic energy due to the 

mean velocity gradients 

Gk 

W/m2 Radiation intensity I 

--- Turbulence Kinetic energy k 

kg/s Mass Flow Rate  ̇ 

--- Refractive index n 

kW Available Power P 

--- Position vector    

--- 
Buoyancy source or sink 

term 
Sbj 

--- Direction vector    
--- Scattering direction vector     
--- User-defined source terms   ,   ,   
oC Temperature T 

m/s Stream-wise velocity u  

m/s Velocity   

m/s Lateral velocity v 

m/s Vertical velocity w 

--- 
The corresponding 

Cartesian axis 
x, y, z 

Greek Symbols 

Unit Description Symbol 

--- 
Partial differential 

operator 
  

1/K 
Thermal expansion 

coefficient 
 

--- 
Turbulence energy 

dissipation rate 
  

Pa.m Dynamic viscosity    

kg/m3 Density  

--- 
Turbulent Prandtl number 

for K and ε  
σk , σε 

--- Scattering coefficient    

--- Phase function   

--- Diffusion coefficient   

Degree Solid angle   
 

T (°C) T (°C) 

T (°C) T (°C) 

T (°C) T (°C) 

T (°C) T (°C) 

Collector 

Collector 

Collector 

Collector 

Absorbing plate 

Absorbing plate 

Absorbing plate 

Absorbing plate 
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Subscripts 

Description Subscript 

Average av 

Collector c 

Chimney ch 

Effective condition eff 

The three coordinate directions i, j, k 

Turbulent flow condition, total t 

Ambient   
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